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1. PLAN AND TOPOGRAPHIC INFORMATION ARE PREPARED FROM A FIELD SURVEY PLAN AND TOPOGRAPHIC INFORMATION ARE PREPARED FROM A FIELD SURVEY PERFORMED BY THE TEWKSBURY DPW DURING THE SUMMER OF 2021. BUILDING LOCATIONS AS SHOWN ARE APPROXIMATE AND FOR REFERENCE PURPOSES ONLY. THE ELEVATION BENCHMARK IS FROM AN ASSUMED DATUM. 2. THE CONTRACTOR SHALL SUBMIT A WORK SCHEDULE INCLUDING NECESSARY THE CONTRACTOR SHALL SUBMIT A WORK SCHEDULE INCLUDING NECESSARY UTILITY RELOCATIONS BASED ON RESULTS OF TEST PITS. NO PIPE OR STRUCTURE INSTALLATION SHALL OCCUR PRIOR TO APPROVAL OF THE SCHEDULE AND COMPLETION OF TEST PITS. 3. THE CONTRACTOR SHALL NOTIFY DIGSAFE AT LEAST 72-HOURS, SATURDAYS, THE CONTRACTOR SHALL NOTIFY DIGSAFE AT LEAST 72-HOURS, SATURDAYS, SUNDAYS, AND HOLIDAYS EXCLUDED, PRIOR TO ANY EXCAVATION.  A COPY OF THE DIGSAFE PROJECT REFERENCE NUMBER(S) SHALL BE GIVEN TO THE OWNER BY THE CONTRACTOR PRIOR TO EXCAVATION. 4. THE LOCATION OF UTILITIES AND PROPERTY LINES SHOWN ON THESE DRAWINGS THE LOCATION OF UTILITIES AND PROPERTY LINES SHOWN ON THESE DRAWINGS ARE APPROXIMATE.  THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANIES INVOLVED AND VERIFY IN THE FIELD THE EXACT LOCATION, SIZE, AND MATERIAL OF CONSTRUCTION OF MAINS AND SERVICES TO PREVENT DAMAGE, LOSS OF SERVICE DURING CONSTRUCTION, AND FOR REPLACEMENT/REPAIR OF SERVICES.  5. EXISTING UTILITIES IN THE STREETS AND WITHIN THE LIMITS OF THE WORK ARE TO EXISTING UTILITIES IN THE STREETS AND WITHIN THE LIMITS OF THE WORK ARE TO REMAIN IN SERVICE DURING CONSTRUCTION.  WATER AND SEWER SERVICES SHALL BE MAINTAINED AT ALL TIMES THROUGHOUT THE DURATION OF THE PROJECT. 6. PRIOR TO THE START OF CONSTRUCTION, TEST PITS SHOULD BE DUG AS PRIOR TO THE START OF CONSTRUCTION, TEST PITS SHOULD BE DUG AS NECESSARY TO DETERMINE LOCATION AND DEPTH OF UTILITIES (SEE SHEET 3 FOR LOCATIONS). 7. NO TREES OR TREE LIMBS ALONG THE ENTIRE ROUTE OF CONSTRUCTION ON NO TREES OR TREE LIMBS ALONG THE ENTIRE ROUTE OF CONSTRUCTION ON PUBLIC WAYS SHALL BE CUT UNLESS OTHERWISE DIRECTED BY THE ENGINEER. 8. THE CONTRACTOR SHALL EXERCISE CARE TO PREVENT DAMAGE TO ROOT SYSTEMS THE CONTRACTOR SHALL EXERCISE CARE TO PREVENT DAMAGE TO ROOT SYSTEMS OF EXISTING TREES OR SHRUBS IN LOCATIONS OF PROPOSED WORK . 9. ALL STREET EXCAVATIONS SHALL BE COMPLETELY CLOSED AT THE END OF EACH ALL STREET EXCAVATIONS SHALL BE COMPLETELY CLOSED AT THE END OF EACH WORKING DAY BY BACKFILLING.  COVERING WITH STEEL PLATES MAY BE ALLOWED IF APPROVED BY THE ENGINEER AND THE PLATES TO HAVE EDGES BEVELED WITH COLD PATCH OR OTHER SUITABLE MATERIALS. TEMPORARY TRENCH PAVEMENT SHALL BE INSTALLED AT THE END OF EACH WORK WEEK UNLESS OTHERWISE DIRECTED BY THE ENGINEER. 10. IN ADDITION TO COMPLIANCE WITH THE GENERAL REQUIREMENTS SECTION (DIVISION IN ADDITION TO COMPLIANCE WITH THE GENERAL REQUIREMENTS SECTION (DIVISION 1) OF THE SPECIFICATIONS AND APPLICABLE OSHA SAFETY STANDARDS, THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES AND SHALL PROVIDE ALL NECESSARY CONTINUOUS BARRIERS OF SUFFICIENT TYPE, SIZE AND STRENGTH TO PREVENT ACCESS TO ALL OPEN EXCAVATIONS AT THE COMPLETION OF EACH DAY'S WORK. 11. THE CONTRACTOR IS RESPONSIBLE FOR MAKING ALL ARRANGEMENTS FOR THE CONTRACTOR IS RESPONSIBLE FOR MAKING ALL ARRANGEMENTS FOR ANCHORING, SUPPORTING, AND/OR RELOCATING AND PROTECTING ALL UTILITIES DURING CONSTRUCTION, IF ANY.  ALL COSTS SHALL BE INCLUDED IN THE UNIT PRICES BID.  IN THE EVENT OF DAMAGE, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COST OF ALL REPAIRS. 12. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE INFORMATION FURNISHED TO THE OWNER'S REPRESENTATIVE FOR RESOLUTION OF THE CONFLICT. 13. THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF THE EXISTING THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF THE EXISTING FEATURES AND STRUCTURES WITHIN AND ADJACENT TO THE WORK.  IN THE EVENT OF DAMAGE, THE REPAIRS OR REPLACEMENT SHALL BE COMPLETED AT THE CONTRACTORS EXPENSE AS APPROVED BY THE ENGINEER.  14. THE CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO PRECONSTRUCTION THE CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO PRECONSTRUCTION GRADES UPON COMPLETION OF STORM DRAIN CONSTRUCTION, EXCEPT WHERE PERMANENT GRADE CHANGES ARE SPECIFICALLY NOTED OR ORDERED. 15. THE CONTRACTOR IS RESPONSIBLE FOR SEQUENCING ALL WORK TO AVOID THE CONTRACTOR IS RESPONSIBLE FOR SEQUENCING ALL WORK TO AVOID CONFLICTS BETWEEN ALL PROPOSED WORK. 16. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING PROPER AND ADEQUATE THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING PROPER AND ADEQUATE TRENCH SHORING AND BRACING AT ALL TIMES IN ACCORDANCE WITH REQUIRED SAFETY STANDARDS. 17. THE CONTRACTOR SHALL PREPARE AND SUBMIT A TRAFFIC MANAGEMENT PLAN THE CONTRACTOR SHALL PREPARE AND SUBMIT A TRAFFIC MANAGEMENT PLAN FOR WORK IN TOWN ROADWAYS PRIOR TO THE START OF CONSTRUCTION TO SHOW HOW TRAFFIC WILL BE MAINTAINED DURING CONSTRUCTION.  THE CONTRACTOR SHALL FURNISH ALL PROTECTIVE AND/OR WARNING DEVICES AS REQUIRED TO CONTROL TRAFFIC AND TO PROTECT THE PUBLIC IN ALL WORK AREAS.  THE CONTRACTOR SHALL MAINTAIN EMERGENCY ACCESS TO ALL AREAS AFFECTED BY THE WORK AT ALL TIMES.  THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING AN EMERGENCY RESPONSE PLAN.  THIS PLAN SHALL BE COORDINATED WITH THE ENGINEER, OWNER, AND ALL PUBLIC SAFETY DEPARTMENTS. 18. IF NECESSARY, ALL EXISTING FRAMES, COVERS, BOXES, ETC. SHALL BE RAISED TO IF NECESSARY, ALL EXISTING FRAMES, COVERS, BOXES, ETC. SHALL BE RAISED TO FINISH GRADES PRIOR TO PLACEMENT OF PAVEMENT WEARING COURSE. 19. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL WASTE BUILDING THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL WASTE BUILDING MATERIAL, CONCRETE, MASONRY, TREES, SHRUBS, DEBRIS AND OTHER MATERIALS NECESSARY FOR THE SATISFACTORY COMPLETION OF THE WORK AND AS REQUIRED BY THE OWNER.  CONSTRUCTION DEBRIS SHALL BE DISPOSED OF IN STRICT ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE, AND FEDERAL LAWS. 20. THE CONTRACTOR IS RESPONSIBLE FOR PERFORMING ALL WORK AS INDICATED ON THE CONTRACTOR IS RESPONSIBLE FOR PERFORMING ALL WORK AS INDICATED ON THE DRAWINGS, IN THE SPECIFICATIONS, AND AS DIRECTED BY THE ENGINEER IN CONFORMANCE WITH ALL APPLICABLE CODES IN A PROPER AND WORKMANLIKE MANNER. 21. ALL WORK TO BE DONE SHALL BE WITHIN THE PUBLIC RIGHT OF WAY. ALL WORK TO BE DONE SHALL BE WITHIN THE PUBLIC RIGHT OF WAY. 22. THE CONTRACTOR SHALL COORDINATE ALL WORK AS NECESSARY WITH THE TOWN THE CONTRACTOR SHALL COORDINATE ALL WORK AS NECESSARY WITH THE TOWN OF TEWKSBURY DEPARTMENT OF PUBLIC WORKS. 23. THE CONTRACTOR IS REQUIRED TO PROVIDE PRECONSTRUCTION PHOTOS AND THE CONTRACTOR IS REQUIRED TO PROVIDE PRECONSTRUCTION PHOTOS AND VIDEOS PRIOR TO THE START OF CONTRACT WORK. 24. THE CONTRACTOR SHALL PROVIDE DUST CONTROL MEASURES AS REQUIRED, OR THE CONTRACTOR SHALL PROVIDE DUST CONTROL MEASURES AS REQUIRED, OR AS DIRECTED BY THE ENGINEER. 25. ALL PIPE OR OTHER UTILITIES DAMAGED DURING THE CONSTRUCTION OPERATIONS ALL PIPE OR OTHER UTILITIES DAMAGED DURING THE CONSTRUCTION OPERATIONS SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO REPAIR OR REPLACE AT NO COST TO THE OWNER. 26. STORM DRAINS TO BE INSTALLED TO A MINIMUM DEPTH OF 18 INCHES TO TOP OF STORM DRAINS TO BE INSTALLED TO A MINIMUM DEPTH OF 18 INCHES TO TOP OF PIPE. 27. THE CONTRACTOR SHALL SUPPORT UTILITY POLES WITHIN 10-FEET OF THE THE CONTRACTOR SHALL SUPPORT UTILITY POLES WITHIN 10-FEET OF THE PROPOSED WORK AS NECESSARY. COST ASSOCIATED WITH THIS WORK SHALL BE INCLUDED IN THE PRICE OF MISCELLANEOUS WORK ITEM. 28. DAILY STREET SWEEPING REQUIRED BY CONTRACTOR. TO BE INCLUDED FOR DAILY STREET SWEEPING REQUIRED BY CONTRACTOR. TO BE INCLUDED FOR PAYMENT UNDER LUMP SUM MISCELLANEOUS WORK BID ITEM. 29. ALL LOCATIONS OF SUBSURFACE UTILITIES AND STRUCTURES WERE OBTAINED ALL LOCATIONS OF SUBSURFACE UTILITIES AND STRUCTURES WERE OBTAINED FROM AVAILABLE TOWN AND UTILITY RECORDS.  THE SIZE, TYPE, AND LOCATION OF UTILITIES SHOWN ARE APPROXIMATE. THE CONTRACTOR SHALL PROPERLY LOCATE THE UTILITIES PRIOR TO BEGINNING CONSTRUCTION.  THE CONTRACTOR SHALL OBTAIN UTILITY INFORMATION BY CONTACTING DIGSAFE: (811). THE CONTRACTOR SHALL EXCAVATE TEST PITS TO VERIFY UTILITY LINES.   30. THE CONTRACTOR SHALL MAINTAIN CONTINUOUS TRAFFIC FLOW DURING THE CONTRACTOR SHALL MAINTAIN CONTINUOUS TRAFFIC FLOW DURING CONSTRUCTION SATISFACTORY TO THE ENGINEER AND THE TOWN OF TEWKSBURY. HOURS OF WORK SHALL BE BETWEEN THE HOURS OF 7:00 A.M. AND 3:30 P.M. MONDAY THROUGH FRIDAY, HOLIDAYS EXCLUDED. 31. ACCESS TO ALL EXISTING HOMES, PARKING LOTS, AND BUILDINGS SHALL BE ACCESS TO ALL EXISTING HOMES, PARKING LOTS, AND BUILDINGS SHALL BE MAINTAINED AT ALL TIMES DURING THE COURSE OF CONSTRUCTION BY THE CONTRACTOR. 32. ALL CONSTRUCTION SIGNING SHALL CONFORM TO THE REQUIREMENTS OF THE ALL CONSTRUCTION SIGNING SHALL CONFORM TO THE REQUIREMENTS OF THE STATE OF MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MASSDOT) AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). 33. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR CONSTRUCTION MEANS, THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES AND PROCEDURES, AND FOR SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH ALL WORK INCLUDED UNDER THIS CONTRACT. THE DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR PROVIDING AND MAINTAINING ALL SAFETY BARRIERS, WARNING FLASHERS AND THE LIKE, AS REQUIRED BY THE CONDUCT OF THE WORK FOR THE PROTECTION  OF WORKERS AND NON-WORKERS ALIKE. THE CONTRACTORS ATTENTION IS DIRECTED TO OSHA REQUIREMENTS.  34. ALL TRENCH DEWATERING COSTS THROUGHOUT THE DURATION OF THE PROPOSED ALL TRENCH DEWATERING COSTS THROUGHOUT THE DURATION OF THE PROPOSED PROJECT SHALL BE INCLUDED IN THE APPLICABLE BID. TRENCH DEWATERING PLAN SHALL BE SUBMITTED TO THE TOWN ENGINEER FOR APPROVAL. 35. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SITE RESTORATION AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SITE RESTORATION AND CLEAN UP UPON COMPLETION OF THE PROJECT. DURING THE COURSE OF CONSTRUCTION, ANY DAMAGE BY THE CONTRACTOR TO FENCES, GUARDRAILS, PATHS, STAIRS, PAVEMENT, LANDSCAPING OR VEGETATION SHALL BE REPAIRED OR REPLACED AND RESTORED TO ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE CONTRACT. ANY REPLACEMENT FENCE AND/OR HANDRAILS SHALL MATCH EXISTING. 36. ALL CASTINGS, GATE BOXES, HYDRANTS, LIGHT POLES, ETC. DAMAGED DURING ALL CASTINGS, GATE BOXES, HYDRANTS, LIGHT POLES, ETC. DAMAGED DURING CONSTRUCTION SHALL BE SUPPLIED AND REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT. 37. POLICE DETAILS SHALL BE COORDINATED BY THE CONTRACTOR. CONTRACTOR MAY POLICE DETAILS SHALL BE COORDINATED BY THE CONTRACTOR. CONTRACTOR MAY BE REQUIRED TO ATTEND WEEKLY PROJECT COORDINATION MEETINGS WITH THE POLICE DEPARTMENT.  
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1. WATER MAINS SHALL BE CLDI CLASS 52 - DOUBLE CEMENT LINED. WATER MAINS SHALL BE CLDI CLASS 52 - DOUBLE CEMENT LINED. 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL AFFECTED WATER CUSTOMERS, IN THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL AFFECTED WATER CUSTOMERS, IN WRITING, OF SHUTTING OFF SERVICE AT LEAST TWO DAYS PRIOR TO SHUTDOWN. NOTICE CARDS WILL BE FURNISHED BY THE CONTRACTOR WHICH WILL INCLUDE THE HOURS OF SHUTDOWN AND NOTE THAT A TEMPORARY RUSTY WATER CONDITION MAY EXIST. NOTICE CARDS WILL ALSO HAVE SPACE FOR THE CONTRACTOR TO FILL IN THE SPECIFIC DATES FOR EACH SHUTDOWN. THE WORK SHALL BE SCHEDULED IN SECTIONS, AS APPROVED BY THE ENGINEER, AS IT IS NECESSARY TO ALLOW FOR COMPLETION OF THE WORK AND RESTORATION OF SERVICE TO THE CUSTOMER WITHIN THE TIMES SPECIFIED BY THE ENGINEER. 3. ANY CROSSINGS THAT REQUIRE REMOVAL OF ASBESTOS CEMENT PIPE SHALL BE PERFORMED IN ANY CROSSINGS THAT REQUIRE REMOVAL OF ASBESTOS CEMENT PIPE SHALL BE PERFORMED IN CONFORMANCE WITH STATE REGULATIONS AND PAID FOR UNDER THE APPROPRIATE ITEM. 4. THE TOWN OF TEWKSBURY SHALL OPERATE ALL WATER VALVES.THE TOWN OF TEWKSBURY SHALL OPERATE ALL WATER VALVES.
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NOTES: 1. WATER STREET, OAK STREET, AND WATER STREET, OAK STREET, AND SOUTH CROSS STREET WILL REQUIRE TEMPORARY TRENCH RESTORATION ONLY. 2. FRANKLIN STREET IS UNDER FRANKLIN STREET IS UNDER MORATORIUM AND WILL REQUIRE THE PAVEMENT TO BE MILLED FOR 10-FEET ON EITHER SIDE OF THE INSTALLED STRUCTURE. 3. ADELAIDE ROAD IS GRAVEL AND ADELAIDE ROAD IS GRAVEL AND WILL ONLY REQUIRE ORDINARY BACKFILL MATERIAL AND COMPACTION. 4. THE CONTRACTOR SHALL THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANY TO SAFELY SUPPORT THE UTILITY POLES DURING CONSTRUCTION.
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